
Qty: 4    Ref: 13-9-RCAO
Road Closed Access Only

Qty: 7    Ref: 13.9
Schedule 13-9 : Temporary Information

Qty: 1    Ref: 13.9
Schedule 13-9 : Temporary Information

Qty: 1    Ref: 13.9
Schedule 13-9 : Temporary Information

Qty: 8    Ref: 2702
Start of temporary diversion route

Qty: 1    Ref: 2702
End of temporary diversion route

Qty: 7    Ref: 2702
Start of temporary diversion route

Qty: 8    Ref: 2703
Direction of temporary diversion route from junction ahead

Qty: 1    Ref: 2703
Direction of temporary diversion route from junction ahead

Qty: 4    Ref: 2704
Direction of temporary diversion route

Qty: 3    Ref: 2704
Direction of temporary diversion route

Qty: 17    Ref: 2706
Roundabout ahead leading to temporary diversion route

Qty: 3    Ref: 2706
Roundabout ahead leading to temporary diversion route

Qty: 4    Ref: 2706
Roundabout ahead leading to temporary diversion route

Qty: 1    Ref: 2706
Roundabout ahead leading to temporary diversion route

Qty: 1    Ref: 2706
Roundabout ahead leading to temporary diversion route

Qty: 3    Ref: 573
Direction to hazard right

Qty: 3    Ref: 573
Direction to hazard left

Qty: 2    Ref: 7001
Road works ahead

Qty: 9    Ref: 7010-FP-13-9
Nature of temporary hazard ahead - Road Ahead Closed

Qty: 9    Ref: 7010-FP-13-9
Nature of temporary hazard ahead - Road Closed

Qty: 6    Ref: 7010.1
Nature of temporary hazard ahead - Road Ahead Closed
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1) All Temporary traffic management is set in accordance with chapter 8 & safe working practices.
2) All Bus stops, parking / Loading bays to be suspended prior to works commencing.
3)The traffic Management drawing is a proposal to be verified, accepted and authorised by the
relevent highway authority.
4) All carriageway widths for running lanes through the site to be a minimum of 3.5m unless
otherwise stated.
5) Upon instalation th Traffic Management forman or supervisor is responsible for ensuring the
design of the traffic management meets the on site requirements, Chapter 8 standards and may
make modifications as necessary.

Road Closure
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Client:

Various Roads,
Bishops Stortford

DETAIL C2

3m

1) During darkness, warning lights to BS EN 12352:2006
should be provided in accordance with Table A1.3.

Notes:

Single/Dual carriageway 50mph or more - 750mm traffic cones. 
Single carriageway 40mph or less - 450mm traffic cones.

Single/Dual carriageway 40mph or less - 450mm traffic cones, spacing 1.5m.
Single/Dual carriageway 50mph or more - 750mm traffic cones, spacing 1.5m.
Dual carriageway national speed limit - 750mm traffic cones, spacing 1.5m,
relaxation 3m.

Notes:

DETAIL B

2) 45° tapers have 1.5m spacing, no relaxations.
be provided in accordance with Table A1.3 (Appendix 1).
1) During darkness, warning lights to BS EN 12352:2006 should

3) On motorways and NSL AP duals with hard shoulders, 1m
cones will be required for both standard and relaxation works
for lead tapers and the facing wall of lane changes.
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Cone

Sign

Diversion
Diversion
Closure

Parking Suspension
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